AMENDMENT 

Listing f the Claims 



/ (Previously Presented) An instrument for use in monitoring a nucleic acid 
amplification reaction comprising multiple thermal cycles, comprising: 

(a) a thermal cycler enable of alternately heating and cooling, and adapted to receive, at 
least one reaction vessel containing an amplification reaction mixture comprising a target nucleic 
acid, reagents for nucleic acid amplification, and a detectable nucleic acid binding agent; and 

(b) a detector operable to detect a fluorescence optical signal while the amplification 
reaction is in progress and without opening the at least one reaction vessel, which fluorescence 
optical signal is related to the amoimt of amplified nucleic acid in the reaction vessel. 

*^yC, (Previously Presented) The instrument of claim wherein the thermal cycler is 
adapted to receive a plurality of reaction vessels, each containing an amplification reaction 
mixture, 

\e ' 

(Previously Presented) The instrument of claim wherein the detector is operable 
to detect a fluorescence optical signal at a wavelength at or about 570 nm. 




( 

(Currently Amended) The instrument of claim wher e in th e optiool syst e m w hich 
includes a sealed transmission path between the reaction vessel and the detector . 

< i 

yf. (Previously Presented) The instrument of claim wherein the sealed light 
transmission path is a fiber optic cable. 

3^, (Previously Presented) The instrument of claim Xf, wherein the thermal cycler is 
computer-controlled. 



f, (Previously Presented) A system for use in monitoring a nucleic acid amplification 
reaction comprising multiple thermal cycles, comprising: 
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(a) at least one reaction vessel adapted to contain an amplification reaction mixture 
comprising a target nucleic acid» reagents for nucleic acid amplification, and a detectable nucleic 
acid binding agent; 

(b) a thermal cycler capable of alternately heating arui cooling such a reaction vessel, and 

(c) a detector operable to detect a fluorescence optical signal while the amplification 
reaction is in progress and without opening the at least one reaction vessel, which fluorescence 
optical signal is related to the amount of amplified nucleic acid in the reaction vessel. 

jX). (Previously Presented) The system of claun wherein the system comprises a 
plurality of reaction vessels, each adapted to contain an amplification reaction mixture. 

(Previously Presented) The system of claim 3^ wherein the detector is operable to 
detect a fluorescence optical signal at a wavelength at or about 570 nm. 



10. 
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(Previously Presented) The system of claim wherein the at least one reaction 
vessel includes a clear or translucent cap optically coupled to the detector by a sealed light 
transmission path. 
1/ 

4^6^ (Previously Presented) The system of claim 45^ wherein the sealed Hght transmission 
path is a fiber optic cable. 

(Previously Presented) The system of claim wherein the thermal cycler is 
computer-controlled. 
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